
Facestock/Coating
High-gloss one-side resin-coated polyester film designed for use in on-demand inkjet printers and digital 
press. It has exceptional smoothness and provides excellent print reproduction as well as magnificent image 
definition. The nano-structured alumina resin coating featuring superior water resistance, anti-scratch and 
exquisite color performance.

Basis Weight 
Caliper

80 g/m² 
100 µm

TAPPI 410
TAPPI 411

Adhesive
A general purpose permanently sticky and eco-friendly solvent base adhesive.

Basis Weight 
Caliper

25 g/m²
0,02mm

Liner
A calendared white glassine paper with excellent roll label converting properties.

Basis Weight 
Caliper

602 g/m²
0,052mm

Performance data
Loop Tack
Peel Adhesion
Min. Application Temp.
Service temperature

800 (g/25mm) average  FTM 9
700 (g/25mm) average  FTM 2
0 °C
-40 °C to 90°C

Conversion and Printing
The product is designed to be converted and by all conventional converting technologies.
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DJP023

Warranty
The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All 
Tasco products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Tasco be responsible 
for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage.
No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is 
made expressly in lieu of all other warranties) shall apply to products sold by Tasco. Tasco specifically disclaims and excludes all other such warranties. No waiver, 
alteration, addition or modification of the foregoing conditions shall be valid unless made in writing and signed by a director of Tasco.

DJP023 has resistance to damage from heat and 
general chemical solvents, features in high ink holdout 
and quick drying, providing excellent clarity and 
density of printed graphics. The resin coating gives the product a 
superior water resistance, anti-scratch and exquisite color performance. 
It is an ideal choice for printing labels in on-demand-color inkjet printers. 
DJP023 performs well in commodity packging, consumer goods and 
electronics labeling, manufacturing, cosmetics and health care sectors 
of various industries.


