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The ideal solution for finishing
digitally printed labels

Digital label cutting machines offer an efficient and flexible way to finish digitally printed labels. Unlike 
rotary or semi-rotary die-cutting machines, which use magnetic cylinders and dies, these machines work 
with cutting blades. This allows labels to be cut into any desired shape and size without the need for dies.

As a result, labels can be produced and delivered directly, leading to significant time and cost savings, 
especially for small and medium print runs.

Although laser die-cutting machines are also an interesting alternative, the investment costs are often very 
high. In addition, they are not suitable for all applications and require a specially trained operator. Digital 
label cutting machines with blades are often considered slow, but the Duoblade NX16, with two cutting 
stations and a total of 16 blades, can reach speeds of up to 25 meters per minute thanks to automatic 
and fast job changes.

Specifications

Roll Petit Pro_2 MS4 NS6 NX8 NX16 SF4 Sheets FX

Cutting blades 2 4 6 8 8+8 4 Cutting blades 2

Cutting type Contactless Contactless Contactless Contactless Contactless With contact Cutting type With contact
Cutting depth adjustment Manual Manual Automatic Automatic Automatic Manual Cutting depth adjustment Manual
Minimum distance between heads 30 mm 42 mm 32.5 mm 32.5 mm 32.5 mm 42 mm Minimum distance between heads 30 mm

Assistance web - Standard Standard Standard Standard Standard Infeed tray capacity 1000 sheets (200g/m²)

Air compressor No No No No No Yes Minimum paper size 210 x 148 mm

Outer diameter unwinder 290 mm 500 mm 500 mm 470 mm 470 mm 450 mm Maximum paper size 340 x 630 mm

Outer diameter laminate 230 mm 300 mm 300 mm 290 mm 290 mm 250 mm Maximum cutting speed 2260mm/sec. 

Media width 80 - 240 mm 40 - 350 mm 40 - 350 mm 210 - 360 mm 210 - 360 mm 150 - 340 mm Sheet speed 150-600 SRA3/h 

Maximum label width 230 mm 330 mm 330 mm 330 mm 330 mm 310 mm Precision 0.05 mm

Maximum label length 300 mm 500 mm (4000 mm length 
with multi-cut option)

500 mm (4000 mm length 
with multi-cut option)

700 mm (6000 mm length 
with multi-cut option)

700 mm (6000 mm length 
with multi-cut option)

400 mm (3000 mm length 
with multi-cut option)

Registration via 4 blackmarks

Minimum label size Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Automatic job change QR

Slitting Knives 4 (to10) 5 (to 15) 7 (to 15) 9 (to 15) 18 (to 30) Not possible Accepted files AI, PDF, PLT, DXF

Slit width 10 - 230 mm 10 - 340 mm 10 - 340 mm 10 - 350 mm 10 - 350 mm - Dimensions (LxLxH) 910 x 700 x 1030 mm

Cutting speed 8m/min (7x15cm) 9m/min (7x15cm) 10m/min. (7x15cm) 12m/min (7x15cm) 24m/min (7x15cm) 18m/min (10x10cm) Weight 150 kgs

Registration via CCD camera CCD camera CCD camera CCD camera CCD camera CCD camera Power supply 100-220vac, 1000W

Automatic job change Job number or QR Job number or QR Job number or QR Job number or QR Job number or QR Job number or QR

Cutting accuracy 0.1 mm 0.1 mm 0.1 mm 0.1 mm 0.1 mm 0.1 mm

Accepted files PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF

Dimensions (LxLxH) 910 x 630 x 740 mm 1540 x 1005 x 1636 mm 1540 x 1005 x 1636 mm 2035 x 1340 x 1695 mm 3035 x 1005 x 1636 mm 1500 x1060 x1283 mm

Weight 120 kg 980 kg 990 kg 1300 kg 1650 kg 520 kg

Power supply 100-240 VAC, 1000W 100-240 VAC, 2000W 11-240 VAC, 2000W 100-240 VAC, 2500W 100-240 VAC, 2500W 100-240 VAC, 1000W

Options •	 Liner lamination  
rewinder

•	 In-line kit for connection 
to inkjet printer

•	 Liner lamination  
rewinder

•	 Chopin sheeter
•	 Heated die removal 

system
•	 Quick release system

•	 Liner lamination  
rewinder

•	 Chopin sheeter
•	 Heated die removal 

system
•	 Automatic cutting depth 

control by vision system
•	 Quick release system

•	 Liner lamination rewinder
•	 Sheeter cutter
•	 Heated die removal system
•	 2e rewinder
•	 Automatic cutting depth control by vision system
•	 Quick release system

•	 Creasing
•	 Liner lamination rewinder
•	 Backscore blades (max 

10)w

Options •	 Creasing



Duoblade NS6: Professional label finishing with 350 mm media width and 
6 cutting heads

The Duoblade NS6 is built on the foundation of the MS4 and therefore shares most 
of the same specifications. Thanks to the latest generation of cutting heads, your  
labels can be cut up to 30% faster. This technology also allows the cutting depth to be  
adjusted digitally. With the optional “Matrix Vision” monitoring system, the cutting 
depth can be continuously monitored and adjusted for a perfect result.

•	 Built-in PC

•	 Optional “quick release” system for the rewinder to easily switch between 
cores of different diameters (1’ to 3’)

•	 Matrix vision monitoring system for real-time monitoring of cutting 
accuracy

Duoblade NX8: Production label finishing with 360 mm media width and 8 
cutting heads

The Duoblade NX8 combines high speed, versatility, and advanced features for 
maximum efficiency in digital label production. With eight servo-driven cutting 
heads and a media width of 360 mm, the NX8 effortlessly cuts labels up to a 
maximum size of 330 x 700 mm. Thanks to its extensive range of options and smart 

automation, this machine is perfectly tailored to diverse production needs.

•	 Built-in PC

•	 Powerful X-Y drive for fast and intensive use

•	 Integrated in-line cutting system with vacuum plates, guillotine blade and  
collection tray

•	 Fully automatic tension control system with pneumatic tension control

•	 Heated matrix removal system for easy separation of strongly bonded labels

Duoblade NX16: Digital cutting machine with 16 
(!) cutting heads
Where the NX8 already excels in speed, precision, and  
reliability, the Duoblade NX16 takes things a step further. With two  
stations of eight cutting heads each—sixteen in total—this new generation doubles 
production capacity without compromising on quality. The result is an impressive 
output, even for complex jobs, and optimal utilization of every production run. With 
the same maximum label size of 330 x 700 mm and a media width of 360 mm, but 
a significantly higher processing speed, the NX16 is designed for producers who 
want to get the most out of their label production.

The benefits of non-contact cutting

In the past, small label plotters with cutting blades were less reliable. With our professional range of cutting  
machines, however, we guarantee perfectly finished labels. Each Valloy machine is equipped with a tension control 
system and uses non-contact cutting - a unique feature of the Duoblade machines.
On other plotter systems, the cutting motion is stopped by a spring in the cutting head. In contrast, our cutting heads 
are on the other hand, programmed to stop above the material. This ensures a constant depth of cut, smoother blade 
rotation for better quality, longer blade life, higher cutting speeds and less dust formation.
Moreover, you will never scratch or damage the surface of the material or laminate during use. An additional 
advantage is that the depth of cut can be adjusted according to the thickness of the liner. Even if you cut  
different material with the same liner, or add a laminate, no adjustments to the depth of cut are necessary.
You can even finish UV-printed labels where there are differences in thickness between the printed and  
unprinted parts.

Fully automatic label finishing systems
Duoblade Petit PRO: compact entry system with a media width of 240 mm 

and 2 cutting heads

The Valloy Petit Pro is a compact desktop model that combines numerous functions of 
a professional digital label cutting machine: laminating, cutting, stripping (removing 
the matrix), and rewinding. Thanks to its servo motor and robust construction, this 
machine delivers high cutting precision and perfect results. The maximum media width 

is 240 mm, with a maximum label size of 230 x 300 mm.
 
The built-in CCD camera recognizes new jobs via a number or QR code. Thanks to 
the Pro software, the machine automatically sets the correct cutting parameters and 
processes all jobs on the roll fully automatically. This advanced functionality ensures 
optimal precision and efficiency in your label production.

Two cutting heads for increased productivity
Depending on the job, you can use one or two 
cutting heads for faster finishing.

Automatic tension control with 2 ‘dancer arms’
Adaptive adjustment of unwind and winding for best results. Clamping rollers in combination with a set of 

2 moving arms provide reliable tension, resulting in perfect control of cutting depth.

Options:

Duoblade MS4: Affordable label finishing with 
350 mm media width and 4 cutting heads

This label cutting machine offers all the functions of the Petit Pro model, but thanks to 
its higher speed, larger unwind diameter, and a wider media width of 350 mm, the 
machine is perfectly suited for your production.  
The maximum label size is 320 x 500 mm.

•	 Web guide for accurate paper path alignment
•	 Automatic tension control for stable media feeding and winding
•	 Silencer for laminating films for higher comfort and better results

Options:

2 3 4

Duoblade special series
Duoblade SF4: Digital cutting plotter for  
versatile applications
The Duoblade SF4 is a digital cutting plotter that allows you to produce labels, 
stickers, tags, and much more directly from a roll. Thanks to its various tools, you 
can create a wide range of products individually and as separate items. Think of 
individual stickers, tags, boxes, and more. In addition, the machine also offers 
the option to rewind the material, enabling the production of labels on rolls.

4 cutting heads

Intelligent software for automatic job changes
Thanks to the CCD camera, the machine reads printed QR codes, 
enabling automatic tasks to be carried out. The distance between 
the cutting heads is automatically adjusted to suit the application.  

Integrated web guide
The machine’s web control guide provides precise track alignment for 
a perfect finish. Rolls that were initially wound incorrectly on the digital 

press can be corrected. This saves time and waste.

Wide choice of tools
Different blades are available for different materials. You can cut simultaneously at half-
face, and cut completely to finish individual parts, including perforation. You are also 
technically able to manufacture boxes. Also, the optional “backscore” tool enables you to 
make an incision on the backing, making adhesive removal much easier.

Options: Rewinder for lamination with dorsal / backscore (max 10)

Duoblade FX: Digital cutting plotter for sheets
The Duoblade FX is the perfect solution for fast, efficient finishing of  
self-adhesive labels or stickers printed on conventional A3 toner-based laser 
printers, such as XEROX, KONICA, RICOH, CANON, OKI,...

Integrated computer and easy-to-use software
The machine features an integrated computer and intuitive software. Parameters such as distance, selection, 
route, starting point, direction, speed, acceleration and cutting head pressure are automatically optimized 
for optimum processing. Up to 10,000 jobs can be stored. What’s more, the software estimates the time 
needed to complete jobs and assesses blade life.

2 or 4 cutting heads 
The machine is equipped with 2 cutting heads that can work with the same or different tools at the same time.  
The machine offers versatile functions such as punching, cutting, slitting, creasing and perforating.

CCD camera and automatic job recognition
The DUOBLADE FX is equipped with a CCD camera that recognizes tasks via assigned codes. This enables tasks 
to be changed automatically, without operator intervention. The CCD also scans printed black marks to avoid 
any image shift in sheet-to-sheet operation.

Laminating rewinder with 
backing

In-line connection kit for inkjet 
label printers

External Chopin sheeter Laminating rewinder with 
backing
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New technology:
Automatic cutting depth control on Duoblade NS and NX series



Duoblade NS6: Professional label finishing with 350 mm media width and 
6 cutting heads

The Duoblade NS6 is built on the foundation of the MS4 and therefore shares most 
of the same specifications. Thanks to the latest generation of cutting heads, your  
labels can be cut up to 30% faster. This technology also allows the cutting depth to be  
adjusted digitally. With the optional “Matrix Vision” monitoring system, the cutting 
depth can be continuously monitored and adjusted for a perfect result.

•	 Built-in PC

•	 Optional “quick release” system for the rewinder to easily switch between 
cores of different diameters (1’ to 3’)

•	 Matrix vision monitoring system for real-time monitoring of cutting 
accuracy

Duoblade NX8: Production label finishing with 360 mm media width and 8 
cutting heads

The Duoblade NX8 combines high speed, versatility, and advanced features for 
maximum efficiency in digital label production. With eight servo-driven cutting 
heads and a media width of 360 mm, the NX8 effortlessly cuts labels up to a 
maximum size of 330 x 700 mm. Thanks to its extensive range of options and smart 

automation, this machine is perfectly tailored to diverse production needs.

•	 Built-in PC

•	 Powerful X-Y drive for fast and intensive use

•	 Integrated in-line cutting system with vacuum plates, guillotine blade and  
collection tray

•	 Fully automatic tension control system with pneumatic tension control

•	 Heated matrix removal system for easy separation of strongly bonded labels

Duoblade NX16: Digital cutting machine with 16 
(!) cutting heads
Where the NX8 already excels in speed, precision, and  
reliability, the Duoblade NX16 takes things a step further. With two  
stations of eight cutting heads each—sixteen in total—this new generation doubles 
production capacity without compromising on quality. The result is an impressive 
output, even for complex jobs, and optimal utilization of every production run. With 
the same maximum label size of 330 x 700 mm and a media width of 360 mm, but 
a significantly higher processing speed, the NX16 is designed for producers who 
want to get the most out of their label production.

The benefits of non-contact cutting

In the past, small label plotters with cutting blades were less reliable. With our professional range of cutting  
machines, however, we guarantee perfectly finished labels. Each Valloy machine is equipped with a tension control 
system and uses non-contact cutting - a unique feature of the Duoblade machines.
On other plotter systems, the cutting motion is stopped by a spring in the cutting head. In contrast, our cutting heads 
are on the other hand, programmed to stop above the material. This ensures a constant depth of cut, smoother blade 
rotation for better quality, longer blade life, higher cutting speeds and less dust formation.
Moreover, you will never scratch or damage the surface of the material or laminate during use. An additional 
advantage is that the depth of cut can be adjusted according to the thickness of the liner. Even if you cut  
different material with the same liner, or add a laminate, no adjustments to the depth of cut are necessary.
You can even finish UV-printed labels where there are differences in thickness between the printed and  
unprinted parts.

Fully automatic label finishing systems
Duoblade Petit PRO: compact entry system with a media width of 240 mm 

and 2 cutting heads

The Valloy Petit Pro is a compact desktop model that combines numerous functions of 
a professional digital label cutting machine: laminating, cutting, stripping (removing 
the matrix), and rewinding. Thanks to its servo motor and robust construction, this 
machine delivers high cutting precision and perfect results. The maximum media width 

is 240 mm, with a maximum label size of 230 x 300 mm.
 
The built-in CCD camera recognizes new jobs via a number or QR code. Thanks to 
the Pro software, the machine automatically sets the correct cutting parameters and 
processes all jobs on the roll fully automatically. This advanced functionality ensures 
optimal precision and efficiency in your label production.

Two cutting heads for increased productivity
Depending on the job, you can use one or two 
cutting heads for faster finishing.

Automatic tension control with 2 ‘dancer arms’
Adaptive adjustment of unwind and winding for best results. Clamping rollers in combination with a set of 

2 moving arms provide reliable tension, resulting in perfect control of cutting depth.

Options:

Duoblade MS4: Affordable label finishing with 
350 mm media width and 4 cutting heads

This label cutting machine offers all the functions of the Petit Pro model, but thanks to 
its higher speed, larger unwind diameter, and a wider media width of 350 mm, the 
machine is perfectly suited for your production.  
The maximum label size is 320 x 500 mm.

•	 Web guide for accurate paper path alignment
•	 Automatic tension control for stable media feeding and winding
•	 Silencer for laminating films for higher comfort and better results

Options:

2 3 4

Duoblade special series
Duoblade SF4: Digital cutting plotter for  
versatile applications
The Duoblade SF4 is a digital cutting plotter that allows you to produce labels, 
stickers, tags, and much more directly from a roll. Thanks to its various tools, you 
can create a wide range of products individually and as separate items. Think of 
individual stickers, tags, boxes, and more. In addition, the machine also offers 
the option to rewind the material, enabling the production of labels on rolls.

4 cutting heads

Intelligent software for automatic job changes
Thanks to the CCD camera, the machine reads printed QR codes, 
enabling automatic tasks to be carried out. The distance between 
the cutting heads is automatically adjusted to suit the application.  

Integrated web guide
The machine’s web control guide provides precise track alignment for 
a perfect finish. Rolls that were initially wound incorrectly on the digital 

press can be corrected. This saves time and waste.

Wide choice of tools
Different blades are available for different materials. You can cut simultaneously at half-
face, and cut completely to finish individual parts, including perforation. You are also 
technically able to manufacture boxes. Also, the optional “backscore” tool enables you to 
make an incision on the backing, making adhesive removal much easier.

Options: Rewinder for lamination with dorsal / backscore (max 10)

Duoblade FX: Digital cutting plotter for sheets
The Duoblade FX is the perfect solution for fast, efficient finishing of  
self-adhesive labels or stickers printed on conventional A3 toner-based laser 
printers, such as XEROX, KONICA, RICOH, CANON, OKI,...

Integrated computer and easy-to-use software
The machine features an integrated computer and intuitive software. Parameters such as distance, selection, 
route, starting point, direction, speed, acceleration and cutting head pressure are automatically optimized 
for optimum processing. Up to 10,000 jobs can be stored. What’s more, the software estimates the time 
needed to complete jobs and assesses blade life.

2 or 4 cutting heads 
The machine is equipped with 2 cutting heads that can work with the same or different tools at the same time.  
The machine offers versatile functions such as punching, cutting, slitting, creasing and perforating.

CCD camera and automatic job recognition
The DUOBLADE FX is equipped with a CCD camera that recognizes tasks via assigned codes. This enables tasks 
to be changed automatically, without operator intervention. The CCD also scans printed black marks to avoid 
any image shift in sheet-to-sheet operation.

Laminating rewinder with 
backing

In-line connection kit for inkjet 
label printers

External Chopin sheeter Laminating rewinder with 
backing
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New technology:
Automatic cutting depth control on Duoblade NS and NX series



Duoblade NS6: Professional label finishing with 350 mm media width and 
6 cutting heads

The Duoblade NS6 is built on the foundation of the MS4 and therefore shares most 
of the same specifications. Thanks to the latest generation of cutting heads, your  
labels can be cut up to 30% faster. This technology also allows the cutting depth to be  
adjusted digitally. With the optional “Matrix Vision” monitoring system, the cutting 
depth can be continuously monitored and adjusted for a perfect result.

•	 Built-in PC

•	 Optional “quick release” system for the rewinder to easily switch between 
cores of different diameters (1’ to 3’)

•	 Matrix vision monitoring system for real-time monitoring of cutting 
accuracy

Duoblade NX8: Production label finishing with 360 mm media width and 8 
cutting heads

The Duoblade NX8 combines high speed, versatility, and advanced features for 
maximum efficiency in digital label production. With eight servo-driven cutting 
heads and a media width of 360 mm, the NX8 effortlessly cuts labels up to a 
maximum size of 330 x 700 mm. Thanks to its extensive range of options and smart 

automation, this machine is perfectly tailored to diverse production needs.

•	 Built-in PC

•	 Powerful X-Y drive for fast and intensive use

•	 Integrated in-line cutting system with vacuum plates, guillotine blade and  
collection tray

•	 Fully automatic tension control system with pneumatic tension control

•	 Heated matrix removal system for easy separation of strongly bonded labels

Duoblade NX16: Digital cutting machine with 16 
(!) cutting heads
Where the NX8 already excels in speed, precision, and  
reliability, the Duoblade NX16 takes things a step further. With two  
stations of eight cutting heads each—sixteen in total—this new generation doubles 
production capacity without compromising on quality. The result is an impressive 
output, even for complex jobs, and optimal utilization of every production run. With 
the same maximum label size of 330 x 700 mm and a media width of 360 mm, but 
a significantly higher processing speed, the NX16 is designed for producers who 
want to get the most out of their label production.

The benefits of non-contact cutting

In the past, small label plotters with cutting blades were less reliable. With our professional range of cutting  
machines, however, we guarantee perfectly finished labels. Each Valloy machine is equipped with a tension control 
system and uses non-contact cutting - a unique feature of the Duoblade machines.
On other plotter systems, the cutting motion is stopped by a spring in the cutting head. In contrast, our cutting heads 
are on the other hand, programmed to stop above the material. This ensures a constant depth of cut, smoother blade 
rotation for better quality, longer blade life, higher cutting speeds and less dust formation.
Moreover, you will never scratch or damage the surface of the material or laminate during use. An additional 
advantage is that the depth of cut can be adjusted according to the thickness of the liner. Even if you cut  
different material with the same liner, or add a laminate, no adjustments to the depth of cut are necessary.
You can even finish UV-printed labels where there are differences in thickness between the printed and  
unprinted parts.

Fully automatic label finishing systems
Duoblade Petit PRO: compact entry system with a media width of 240 mm 

and 2 cutting heads

The Valloy Petit Pro is a compact desktop model that combines numerous functions of 
a professional digital label cutting machine: laminating, cutting, stripping (removing 
the matrix), and rewinding. Thanks to its servo motor and robust construction, this 
machine delivers high cutting precision and perfect results. The maximum media width 

is 240 mm, with a maximum label size of 230 x 300 mm.
 
The built-in CCD camera recognizes new jobs via a number or QR code. Thanks to 
the Pro software, the machine automatically sets the correct cutting parameters and 
processes all jobs on the roll fully automatically. This advanced functionality ensures 
optimal precision and efficiency in your label production.

Two cutting heads for increased productivity
Depending on the job, you can use one or two 
cutting heads for faster finishing.

Automatic tension control with 2 ‘dancer arms’
Adaptive adjustment of unwind and winding for best results. Clamping rollers in combination with a set of 

2 moving arms provide reliable tension, resulting in perfect control of cutting depth.

Options:

Duoblade MS4: Affordable label finishing with 
350 mm media width and 4 cutting heads

This label cutting machine offers all the functions of the Petit Pro model, but thanks to 
its higher speed, larger unwind diameter, and a wider media width of 350 mm, the 
machine is perfectly suited for your production.  
The maximum label size is 320 x 500 mm.

•	 Web guide for accurate paper path alignment
•	 Automatic tension control for stable media feeding and winding
•	 Silencer for laminating films for higher comfort and better results

Options:

2 3 4

Duoblade special series
Duoblade SF4: Digital cutting plotter for  
versatile applications
The Duoblade SF4 is a digital cutting plotter that allows you to produce labels, 
stickers, tags, and much more directly from a roll. Thanks to its various tools, you 
can create a wide range of products individually and as separate items. Think of 
individual stickers, tags, boxes, and more. In addition, the machine also offers 
the option to rewind the material, enabling the production of labels on rolls.

4 cutting heads

Intelligent software for automatic job changes
Thanks to the CCD camera, the machine reads printed QR codes, 
enabling automatic tasks to be carried out. The distance between 
the cutting heads is automatically adjusted to suit the application.  

Integrated web guide
The machine’s web control guide provides precise track alignment for 
a perfect finish. Rolls that were initially wound incorrectly on the digital 

press can be corrected. This saves time and waste.

Wide choice of tools
Different blades are available for different materials. You can cut simultaneously at half-
face, and cut completely to finish individual parts, including perforation. You are also 
technically able to manufacture boxes. Also, the optional “backscore” tool enables you to 
make an incision on the backing, making adhesive removal much easier.

Options: Rewinder for lamination with dorsal / backscore (max 10)

Duoblade FX: Digital cutting plotter for sheets
The Duoblade FX is the perfect solution for fast, efficient finishing of  
self-adhesive labels or stickers printed on conventional A3 toner-based laser 
printers, such as XEROX, KONICA, RICOH, CANON, OKI,...

Integrated computer and easy-to-use software
The machine features an integrated computer and intuitive software. Parameters such as distance, selection, 
route, starting point, direction, speed, acceleration and cutting head pressure are automatically optimized 
for optimum processing. Up to 10,000 jobs can be stored. What’s more, the software estimates the time 
needed to complete jobs and assesses blade life.

2 or 4 cutting heads 
The machine is equipped with 2 cutting heads that can work with the same or different tools at the same time.  
The machine offers versatile functions such as punching, cutting, slitting, creasing and perforating.

CCD camera and automatic job recognition
The DUOBLADE FX is equipped with a CCD camera that recognizes tasks via assigned codes. This enables tasks 
to be changed automatically, without operator intervention. The CCD also scans printed black marks to avoid 
any image shift in sheet-to-sheet operation.

Laminating rewinder with 
backing

In-line connection kit for inkjet 
label printers

External Chopin sheeter Laminating rewinder with 
backing
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New technology:
Automatic cutting depth control on Duoblade NS and NX series



Valloy Duoblade
Digital label cutting
The most extensive range of digital label cutting 
systems on the market.

DUOBLNED2.0

Tasco bvba

Industriepark Asper
Legen Heirweg 59
9890 Gavere

Tel. +32 9 281 08 50
Fax +32 9 281 08 70
E-mail info@tasco.be
Site www.tasco.be

Tasco sarl Lille

130, Boulevard de la Liberté
F-59000 LILLE

Tel. +33 3 62 26 00 22
E-mail info@tascofrance.fr
Site www.tascofrance.fr

RCS LILLE METROPOLE B 793 237 843
Capital : 25.000 €

Tasco sarl Paris

13, rue Marie Poussepin
Parc Economique Lavoisier

F-91410 DOURDAN

Tél. +33 3 62 26 00 20 
Fax +33 3 62 26 00 23

E-mail info@tascofrance.fr
Site www.tascofrance.fr

5

The ideal solution for finishing
digitally printed labels

Digital label cutting machines offer an efficient and flexible way to finish digitally printed labels. Unlike 
rotary or semi-rotary die-cutting machines, which use magnetic cylinders and dies, these machines work 
with cutting blades. This allows labels to be cut into any desired shape and size without the need for dies.

As a result, labels can be produced and delivered directly, leading to significant time and cost savings, 
especially for small and medium print runs.

Although laser die-cutting machines are also an interesting alternative, the investment costs are often very 
high. In addition, they are not suitable for all applications and require a specially trained operator. Digital 
label cutting machines with blades are often considered slow, but the Duoblade NX16, with two cutting 
stations and a total of 16 blades, can reach speeds of up to 25 meters per minute thanks to automatic 
and fast job changes.

Specifications

Roll Petit Pro_2 MS4 NS6 NX8 NX16 SF4 Sheets FX

Cutting blades 2 4 6 8 8+8 4 Cutting blades 2

Cutting type Contactless Contactless Contactless Contactless Contactless With contact Cutting type With contact
Cutting depth adjustment Manual Manual Automatic Automatic Automatic Manual Cutting depth adjustment Manual
Minimum distance between heads 30 mm 42 mm 32.5 mm 32.5 mm 32.5 mm 42 mm Minimum distance between heads 30 mm

Assistance web - Standard Standard Standard Standard Standard Infeed tray capacity 1000 sheets (200g/m²)

Air compressor No No No No No Yes Minimum paper size 210 x 148 mm

Outer diameter unwinder 290 mm 500 mm 500 mm 470 mm 470 mm 450 mm Maximum paper size 340 x 630 mm

Outer diameter laminate 230 mm 300 mm 300 mm 290 mm 290 mm 250 mm Maximum cutting speed 2260mm/sec. 

Media width 80 - 240 mm 40 - 350 mm 40 - 350 mm 210 - 360 mm 210 - 360 mm 150 - 340 mm Sheet speed 150-600 SRA3/h 

Maximum label width 230 mm 330 mm 330 mm 330 mm 330 mm 310 mm Precision 0.05 mm

Maximum label length 300 mm 500 mm (4000 mm length 
with multi-cut option)

500 mm (4000 mm length 
with multi-cut option)

700 mm (6000 mm length 
with multi-cut option)

700 mm (6000 mm length 
with multi-cut option)

400 mm (3000 mm length 
with multi-cut option)

Registration via 4 blackmarks

Minimum label size Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Determined by the cutting 
file

Automatic job change QR

Slitting Knives 4 (to10) 5 (to 15) 7 (to 15) 9 (to 15) 18 (to 30) Not possible Accepted files AI, PDF, PLT, DXF

Slit width 10 - 230 mm 10 - 340 mm 10 - 340 mm 10 - 350 mm 10 - 350 mm - Dimensions (LxLxH) 910 x 700 x 1030 mm

Cutting speed 8m/min (7x15cm) 9m/min (7x15cm) 10m/min. (7x15cm) 12m/min (7x15cm) 24m/min (7x15cm) 18m/min (10x10cm) Weight 150 kgs

Registration via CCD camera CCD camera CCD camera CCD camera CCD camera CCD camera Power supply 100-220vac, 1000W

Automatic job change Job number or QR Job number or QR Job number or QR Job number or QR Job number or QR Job number or QR

Cutting accuracy 0.1 mm 0.1 mm 0.1 mm 0.1 mm 0.1 mm 0.1 mm

Accepted files PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF PDF, PLT, DXF

Dimensions (LxLxH) 910 x 630 x 740 mm 1540 x 1005 x 1636 mm 1540 x 1005 x 1636 mm 2035 x 1340 x 1695 mm 3035 x 1005 x 1636 mm 1500 x1060 x1283 mm

Weight 120 kg 980 kg 990 kg 1300 kg 1650 kg 520 kg

Power supply 100-240 VAC, 1000W 100-240 VAC, 2000W 11-240 VAC, 2000W 100-240 VAC, 2500W 100-240 VAC, 2500W 100-240 VAC, 1000W

Options •	 Liner lamination  
rewinder

•	 In-line kit for connection 
to inkjet printer

•	 Liner lamination  
rewinder

•	 Chopin sheeter
•	 Heated die removal 

system
•	 Quick release system

•	 Liner lamination  
rewinder

•	 Chopin sheeter
•	 Heated die removal 

system
•	 Automatic cutting depth 

control by vision system
•	 Quick release system

•	 Liner lamination rewinder
•	 Sheeter cutter
•	 Heated die removal system
•	 2e rewinder
•	 Automatic cutting depth control by vision system
•	 Quick release system

•	 Creasing
•	 Liner lamination rewinder
•	 Backscore blades (max 

10)w

Options •	 Creasing
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